
3.5” eSATATA Hard Drive
with Push-button Backup

ACQES350F_ Product Reference Card

3.5” eSATA Quad Bay RAID
External Hard Drive
High-Speed eSATA with data transfer rate up to 3 Gbps

• (4) x 1TB 3.5” hard disk drives in a quad-bay configuration
  (capacity sku only) 
• Supports RAID Levels 0, 0+1, 5 and RAID 5+hot spare 
• eSATA interface 
• Factory pre-configured in RAID 5 
• Transfer rate of 3.0Gbps (eSATA) 
• Tray-Free swappable design 
• Large 3” fan 
• Limited 1 year warranty 

4
16MB
(1) x 6’ eSATA Cable (1.8m)
4TB
(1) x eSATA
Metal / Plastic
eSATA
(5) x Yellow / Orange
10% to 85%, non-condensing 
0°C~40°C (32°F~104°F)  
12V 2A
7200 RPM
Serial ATA
5% to 90%, non-condensing
-20°C~60°C (-4°F~140°F) 
3 Gbps
10 in. (25.4 cm), 5.25 in. (13.3 cm), 
7 in. (17.8 cm)
with drives: 15 lbs. (6.8 kg)
enclosure only: 5.5 lbs. (2.5 kg)
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Unit Weight 

Features

Specifications

cavalrystorage.com / aluratek.com

model # ACQES350F - enclosure 
model # ACQES350F4TB - 4TB capacity 

• PCI card slot (PCI-X Controller Card)
  or PCI-Express card slot (PCI-
  Express Card) 
• Windows 98SE, Me, 2000, XP & Vista 
• Mac OS 9.x and newer 
• CD-ROM drive (to load installation CD) 

Requirements

• (4) x 1TB 3.5” SATA II hard drives
  (capacity sku only) 
• Quad bay enclosure  
• eSATA cable 
• eSATA RAID controller card 
• Power adaptor 
• Resources CD   
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